








Certificaten

DIBt: Renovent Excellent 400

EN 308/EN 13141-7: Renovent Excellent 400

NEN 5138: Renovent Excellent 400

Verklaring conform norm

BRR 060-APD-2011-00014

Bepaling van het energetische rendement
van het warmteterugwinapparaat
“Renovent Excellent 400”

Meetbrief volgens NEN 5138-2004

Datum Januari 2011
Auteur(s) G.J. Afink
Opdrachtgever Brink Climate Systems B.V.

R.D. Biigelstraat 3
7951 DA STAPHORST
Projectnummer 034.23261/01.01
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Passive House Certificate: Renovent Excellent 400

Category: Heat recovery unit

Manufacturer:

Brink Climate Systems B.V.

7951 —DA Staphorst, NETHERLANDS
Product name: Renovent Excellent 400 4/0 (3/1) (Plus)

This certificate was awarded based on the following

criteria:

Thermal comfort

+ supplyair *16.5C
at ougoorair = -10 T

Effective heat recovery
rate

HReff * 75%

Electric power
consumption

Per " 0.45 Whim?

Airtightness

Interior and exterior air leakage rates
less than 3% of nominal air flow rate

Balancing and adjustability

Sound insulation

Air flow balancing possible: yes
Automated air flow balancing:  yes

Sound pressure level L, " 35 dB(A)
based on a 4 m? equivalent
absorption area not met

Here L, = 51.5 dB(A)

Unit should be installed so that it is
acoustically separated from living
areas.

Indoor air quality

Outdoor air filter F7
Extract air filter G4

Frostprotection

Frost protection for the heat
exchanger with continuous fresh air
supply down to

. oudoorai = -15 T Y

1) Only with additional anti freezing protection

Further information can be found in the appendix of this certificate.
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Passive House Institute E

Dr. Wolfgang Feist
64283 Darmstadt
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Certificaten

SAP-Appendix-Q: Renovent Excellent 400 Conformiteitsverklaring Renovent Excellent 400

H Passive House Institute  Finy
Certificate O, Wolgang Fest
Certified Passive House Component 64283 Damstadt
For cool, temperate climates, valid until 31 December 2013 GERMANY
iy e DECLARATION OF CONFORMITY

Manufacturer: Brink Climate Systems B.V.
7951 -DA Staphorst, NETHERLANDS

Manufacturers Brink Ciimate Systems B.V.
Productname:  Renovent Excellent 300 4/0 (3/1) (Plus) g s
Gertified for air 7951 DA Staphorst, The Netheriands
This certificate was awarded based on the following flow rates of Product Heat recovery unit type-
criteria: Renovent Excellent 3001400
59 - 235 m°h Renovent Excellent 300/400 Plus

Thermal comfort Beuppyar= 165 T
at Boutoorar =10 T

R et M= 75 % The product described above complies with the following directives

i L 2006/95/EC (ow voltage direciive)
Eleciric power Pa = 0.45 Whim* 2004/108/EC (EMC directive)
consumption 84 % RoHS 2002/S5/EC (substances directive)
Airtightness Interior and exterior air leakage rates (38% at 74 m*/h)

less than 3 % of nominal air flow rate ‘The product bears the CE label:
Balancing and adjustability = Air flow balancing possible: yes

Automated air flow balancing:  yes )
Sound insulation Sound pressure level Lp = 35 dB(A) Hactric. poyver

based on a 4 m equivalent consumption

absorption area not met

Here L, = 47 dB(A} 0.26 Whim®

Unit should be installed so that it is ‘Staphorst, 24-02-11

acoustically separated from living

areas
Indoor air quality Outdoor air filter at least F7 W. Hijmissen,

Extract air filfer at least G4 mansging director
Frost protection Frost protection for the heat

With i fresh air
Supply down to
Bouioorar=-15T " I

1) Only with additional ant fraezing protection

Further information can be found in the appendix of this certificate

CERTIFIED
COMPONENT

www.passivehouse.com 0532vs03

42 Renovent Excellent

Renovent Excellent 400 - SEL-waarde 75+100 Pa

Toesteltype: Renovent Excellent 400 4/0 R HW: H1.0 Uitgevoerd door: Rudolf Hanewald
Serienummer: 420020111501 SW: Keuring DIBt-PHI Datum: 15-04-2011
Ventilator: R3G190-RG23-11 (06/11)

Renovent Excellent 400 4/0 R
SEL value at 75 - 100 Pa resistance
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Rapportnummer: 0255

Wijzigingen voorbehouden
Brink Climate Systems B.V. streeft steeds naar verbetering van producten en behoudt zich het recht voor zonder voorafgaande kennis-
geving veranderingen in de specificaties aan te brengen.
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BRINK CLIMATE SYSTEMS B.V.

P.O. Box 11 7950 AA Staphorst
Tel. +31 (0) 522 46 99 44

Fax +31 (0) 522 46 94 00
info@brinkclimatesystems.nl
www.brinkclimatesystems.nl



